1. 
Digital Training Kit System
(جهاز(لوح) التدريب على الدوائر المنطقية)
Quantity: 15 units
Specifications:

	DC Power Supply 
	DC Power Supply +5V at 1A
-5V at 300mA
+3V to +15V and -3V to -15V variable at upto 500mA each
Full short protection is provided as is a mains switch with power on indicator 

	Pulse Generator
	Six frequency ranges:
1Hz to 10Hz
10Hz to 100Hz
100Hz to 1KHz
1KHz to 10KHz
10KHz to 100KHz
100KHz to 1MHz
With an amplitude of 0V to 10V peak to peak

	Logic Switches
	Eight HI/LO toggle switches

	Pulse Switches
	Two debounced push-button pulse switches each providing HI and LO complimentary pulse outputs

	Logic Indicators
	Eight bi-coloured LED logic indicators light red for HI, green for LO, and remain unlit when open-circuit

	Seven-Segment Displays
	Two seven-segment LED displays

	Solderless Breadboard
	2712 interconnected tie points, accepting all DIP devices, components with leads and solid wires of AWG #22-30 (0.3mm to 0.8mm)

	Accessories
	Power lead, UC-02 connector plate, and user manual

	Power Supply
	220/240V AC (please specify when ordering) 


	Standard number
	ETS5000




الخصائص
	1A عند +5V DC
300mA عند +5V DC 
فولتيه متغير من 3 الى 15 فولت و من -3 الى -15 فولت مع تيار قيمته 500 ميلي امبير 
	مزود التيار الثابت (مصدر الطاقة) 

	هناك 6 ترددات عامله فيه و هي 
1Hz to 10Hz
10Hz to 100Hz
100Hz to 1KHz
1KHz to 10KHz
10KHz to 100KHz
100KHz to 1MHz
مع قيمه عظمى متغيرة تتراوح قيمتها بين 0 الى 10 فولت
	مولد الاشاره المربعه

	مفاتيح عالي\منخفض عدد 8
	المفاتيح المنطقية

	هناك كبستين تعملان عن طريق الضغط و كل منهما تولد اشارتين متكاملتين
	مفاتيح الاشاره

	هناك 8 اضواء منطقية تنتج لونين ليدلان على المخرجات عالي\منخفض و لا يخرج شيئ اذا كانت دائرة مفتوحة
	الاضواء المنطقيه

	هناك عارضي سبعة قطع
	عارض السبعة قطع

	هناك  2712  نقطه متصله و تقبل DIP   
	اللوح اللاملحوم

	,220/240V AC 

	مصدر الطاقة


2. Universal IC Tester (40 Pins)
Quantity: 3 units

FeaturesExtensive built-in libraries
· Unknown device identification

· Simple operation

· Optional programming facility (CompactLink)

· Battery operated (4xAA) with lower power design, auto power-down function

· Mains adapter available

· Diagnostic information for individual pins

· Conditional loop testing mode

· Comprehensive tests

 

الخصائص 
· التعرف على القطع المجهولة
· الية عمل بسيطه
· خاصية برمجة مساعده (كومباكتلينك)
· بطارية نوع (4 باي ايه ايه)
· مأخذ لوضع القطع الالكترونية
· فحص للارجل القطع الالكترونية
